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Feed Off The Arm             Double Lap Seam

Belt Clutch
Driven Roller
Feed

Mechanical
Clutch Driven
Roller Feed
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Light To Medium

Feed Off The Arm             Double Lap Seam

35800BQW __

401LSc-3

3-needle, 6-thread, belt driven upper
roller feed, wide steel toothed feed roller,
and plain feed  for double lapped in and
out seaming on light to medium weight (6 to 9 oz)
cotton denim and canvas materials
Includes: .040” (1.0mm) step parts

130GS
3

6 4500
SPM

Light
to

Med

7
to
12

Plain3.2
3.6

Stee l
Tooth

9 m m8     9 1/8
9/64

2.8
to
4.8

Wide

35800BLW 9

401LSc-3

3-needle, 6-thread, belt driven upper
roller feed, wide steel toothed feed roller,
and differential feed  for double
lapped in and out seaming on light to
medium weight (6 to 9 oz) cotton denim
and canvas materials
Includes: .040” (1.0mm) step parts

130GS
3

6 4500
SPM

Light
to

Med

7
to
12

Diff3.6 Stee l
Tooth

9 m m9/64” Wide2.8
to
4.8
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Feed Off The Arm             Double Lap Seam

Medium To Heavy

35800BWDN__

401LSc-3

3-needle, 6-thread, belt driven upper
roller feed, wide steel toothed feed roller,
and differential feed  for double
lapped in and out seaming on medium to
heavy weight (10 to14 oz) cotton denim
Includes: .094” (2.4mm) step parts

130GS
3

6 4500
SPM

Med
to

Heavy

7
to
12

Diff3.2
3.6

Stee l
Tooth

9 m m8     9

35800BWDR__

401LSc-3

3-needle, 6-thread, belt driven upper
roller feed, wide steel toothed feed roller,
and plain feed  for double lapped in and
out seaming on medium to heavy weight
(10 to14 oz) cotton denim
Includes: .094” (2.4mm) step parts

130GS
3

6 4500
SPM

Med
to

Heavy

7
to
12

Plain3.2
3.6

Stee l
Tooth

9 m m8     9

Additional models:
35800BRWH
same as the 35800BWDR except with
smooth rubber feed roller
Note: Only available in 9 guage

35800DNU__

401LSc-3

3-needle, 6-thread, mechanical clutch driven
upper roller feed, narrow steel toothed feed roller,
and differential feed  for double lapped in and
out seaming on medium to heavy weight (10 to14 oz)
cotton denim
Includes: .094” (2.4mm) step parts

130GS
3

6 4500
SPM

Med
to

Heavy

7
to
12

Diff3.2
3.6

Stee l
Tooth

9 m m8     9 1/8
9/64

1/8
9/64

1/8
9/64

2.8
to
4.8

Narrow

Wide2.8
to
4.8

Wide2.8
to
4.8

Additional models:
35800DZ__
{32}   {36}
same as the 35800DNU except with
reversed steel toothed roller
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Feed Off The Arm             Double Lap Seam

Medium To Heavy

35800DRU__

401LSc-3

3-needle, 6-thread, mechanical clutch driven,
upper roller feed, narrow steel toothed feed roller,
and plain feed  for double lapped in and out
seaming on medium to heavy weight (10 to14 oz)
cotton denim
Includes: .094” step parts

130GS
3

6 4500
SPM

Med
to

Heavy

7
to
12

Plain3.2
3.6

Stee l
Tooth

9 m m8     9 1/8
9/64

Narrow2.8
to
4.8

Additional models:
35800PZ__
{32}   {36}
same as the 35800DRU except with
reversed steel toothed roller
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Extra-Heavy

35800BWW__

401LSc-3

3-needle, 6-thread, belt driven upper
roller feed, wide steel toothed feed roller,
and differential feed  for double lapped in and
out seaming on extra heavyweight (15 to16 oz)
cotton denim and canvas materials
Includes: .094” (2.4mm) step parts

130GS
3

6 4500
SPM

Extra
Heavy

7
to
12

Diff3.2
3.6

Stee l
Tooth

10mmwide8     9

Feed Off The Arm             Double Lap Seam

1/8
9/64

2.8
to
4.8

Double Lap Seam Folder Chart
Folder number        description

23420AY18-1/16     spring loaded, 1/16” capacity

23420AY18-3/32     spring loaded, 3/32” capacity

23420AY18-5/32     spring loaded, 5/32” capacity

23420Z-9-1/8         spring loaded, 1/8 capacity, similar
                            to  standard folder, but with closer
                            guidance to front of presser foot

23420DC9              solid, 1/8” capacity

Special Note: 35800 machines come standard
with a 1/8” capacity folder (23420AY 18 1/8).
other folders are available for purchace, see
chart below.

Roller Description Chart
wide width roller (14.9mm) - provides more feeding surface and improved chaining

narrow width roller (11.9mm) - the width originally used by the industry

steel standard tooth- teeth point opposite of feed
dog teeth, provides strong pulling power, good                     35875AV      35826X
chaining, less fabric marking

steel reversed tooth- teeth point in same direction
as feed dog teeth, provides more pulling power                   35875AW     35826CB
than standard for difficult feeding fabrics

smooth polyurethane rubber - exellent for
delicate fabrics, yet still has the ability to pull                     35826EF      35826DZ
most fabrics. provides good chaining and virtually
no fabric marking


